
Resene product labels are updated from time to time. This label is provided as a guide for this product and may 
differ from the label on the container you purchase. Please discuss your project with your local Resene 
ColorShop team or reseller to ensure you have the right products to give you the best quality finish for your 
specific project.

https://www.resene.co.nz/comn/colorshops/colorshops.php


SAFETY PRECAUTIONS
Read label before use. Keep out of reach of children. 
Causes skin irritation. Causes serious eye irritation. 
May be harmful if swallowed. May cause an allergic 
skin reaction. May cause damage to organs. Toxic to 
aquatic life with long lasting effects.
PRECAUTIONS
DO NOT BREATHE DUST,FUMES,GAS,MISTS,VAPOURS 
OR SPRAYS. DO NOT EAT, DRINK OR SMOKE WHEN 
USING THIS PRODUCT.
Store in original or correctly labelled container, 
tightly closed, in a well-ventilated area indoors, 
away from foodstuffs, at an ambient temperature 
and avoid freezing conditions. Store locked up. 
Wear protective gloves and clothing, eye and face 
protection. Contaminated work clothing should not 
be allowed out of the workplace. Avoid release to 
the environment.

FIRST AID
IF SWALLOWED: Rinse mouth. Call a POISON CENTRE, 
doctor or physician if you feel unwell.
IF ON SKIN (or hair): Wash with plenty of soap and 
water. If skin irritation or rash occurs get medical advice 
or attention. Take off contaminated clothing and wash 
before reuse.
IF IN EYES: Rinse cautiously with water for several 
minutes. Remove contact lenses if present and easy 
to do so. Continue rinsing. If eye irritation persists get 
medical advice or attention.
When seeking medical advice take this container 
with you.
If exposed or concerned, call a POISON CENTRE, doctor 
or first aider.
Further information can be obtained from
AUST: POISONS INFORMATION CENTRE 131 126 
or call Resene 1800 738 383.
NZ: NATIONAL POISONS CENTRE 0800 POISON (764 
766) or call Resene 0800 737 363.
CONTAINS: Copper Sulfate 50-100 gms/L.
For use as a decorative/protective coating.
For full technical instructions see Data Sheet D324. net contents 500ml

FX Faux  
Rust Effect 
Activator

exterior/interior

In Australia: Resene Paints (Aust) Limited 
7 Production Ave, PO Box 924, Beenleigh, Qld 4207  

Ph 1800 738 383  Visit www.resene.com.au
In New Zealand: Resene Paints Limited 

Vogel St, PO Box 38242, Wgtn Mail Centre, Lower Hutt 5045
Ph (04) 577 0500  Visit www.resene.co.nz

Manufactured under a quality system certified as complying with ISO9001 by 
Telarc SAI, an accredited certification body. Printed on environmentally 
responsible paper, which meets with the requirements of environmental 
management system EMAS. Printed using de-inkable toners for recycling 
with no solvent emissions.

Please ensure that use of this product is compatible with the 
substrate and surface preparation method. Resene does not 
accept any responsibility for the application of incorrect product 
to substrate. For further painting advice and information, call 1800 
738 383 (AUST), 0800 737 363 (NZ) or visit the Resene website.
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See the Resene FX Faux Rust Effect basecoat 
labe l  for  app l i cat ion  ins t ruct ions  or  
www.resene.com/rust-application.

To use
Do not spray. Pour into a plastic container.  Only 
decant what you will be using for your current 
project. Do not pour back any unused activator into 
this container or it will contaminate the contents.
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